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(d) Bunkering or transferring of fuel 
to or from the vessel may not be per-
formed during cargo loading and un-
loading operations involving a mate-
rial covered by this section. 

(e) When a material covered by this 
section is transported on a cargo ves-
sel— 

(1) No other material may be stowed 
in the same hold with that material; 

(2) In addition to the segregation re-
quirements in § 148.140 of this part, the 
material must be separated by a com-
plete cargo compartment or hold from 
readily combustible materials, chlor-
ates, chlorides, chlorites, 
hypochlorites, nitrites, permanganates, 
and fibrous materials; and 

(3) The bulkhead between a cargo 
hold containing a material covered by 
this section and the engine room must 
be insulated to ‘‘A–60’’ class division or 
an equivalent arrangement to the sat-
isfaction of the cognizant Coast Guard 
Captain of the Port or the Administra-
tion of the country of shipment. 

§ 148.220 Ammonium nitrate-phos-
phate fertilizers. 

(a) This section applies to the stow-
age and transportation of uniform, 
nonsegregating mixtures of nitrogen/ 
phosphate or nitrogen/potash type fer-
tilizers, or complete fertilizers of nitro-
gen/phosphate/potash type containing a 
maximum of 70 percent of ammonium 
nitrate and containing a maximum of 
0.4 percent total added combustible 
material or containing a maximum of 
45 percent ammonium nitrate with un-
restricted combustible material. 

(b) A fertilizer mixture described in 
paragraph (a) of this section is exempt 
if— 

(1) When tested in accordance with 
the trough test prescribed in Appendix 
2, Section 4, of the IMSBC Code or in 
the UN Manual of Tests and Criteria, 
Part III, Subsection 38.2 (incorporated 
by reference, see § 148.8), it is found to 
be free from the risk of self-sustaining 
decomposition. 

(2) [Reserved] 
(c) No fertilizer covered by this sec-

tion may be transported in bulk if, 
when tested in accordance with the 
trough test prescribed in Appendix 2, 
Section 4, of the IMSBC Code or in the 
UN Manual of Tests and Criteria, Part 

III, Subsection 38.2 (incorporated by 
reference, see § 148.8), it has a self-sus-
taining decomposition rate that is 
greater than 0.25 meters per hour, or is 
liable to self-heat sufficient to initiate 
decomposition. 

(d) Fertilizers covered by this section 
must be stowed away from all sources 
of heat, and out of direct contact with 
a metal engine compartment boundary. 

(e) Bunkering or transferring of fuel 
may not be performed during loading 
and unloading of fertilizer covered by 
this section. 

(f) Fertilizer covered by this section 
must be segregated as prescribed in 
§§ 148.140 and 148.220(d) of this part. 

§ 148.225 Calcined pyrites (pyritic ash, 
fly ash). 

(a) This part does not apply to the 
shipment of calcined pyrites that are 
the residual ash of oil or coal fired 
power stations. 

(b) This section applies to the stow-
age and transportation of calcined py-
rites that are the residual product of 
sulfuric acid production or elemental 
metal recovery operations. 

(c) Before loading calcined pyrites 
covered by this section— 

(1) The cargo space must be as clean 
and dry as practical; 

(2) The calcined pyrites must be dry; 
and 

(3) Precautions must be taken to pre-
vent the penetration of calcined pyri-
tes into other cargo spaces, bilges, 
wells, and ceiling boards. 

(d) After calcined pyrites covered by 
this section have been unloaded from a 
cargo space, the cargo space must be 
thoroughly cleaned. Cargo residues and 
sweepings must be disposed of as pre-
scribed in 33 CFR parts 151.55 through 
151.77. 

§ 148.227 Calcium nitrate fertilizers. 

This part does not apply to commer-
cial grades of calcium nitrate fer-
tilizers consisting mainly of a double 
salt (calcium nitrate and ammonium 
nitrate) and containing a maximum of 
15.5 percent nitrogen and at least 12 
percent of water. 
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